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344 Sanitary Fittings

O
323 - 350

Check Valves

Ball Valves 
(Encapsulated)

Check Valve with EPDM Seal

Size (inch 
/ DN)

Clamp Construction

Weld Connection Clamp Connection

Part No. Price $ Part No. Price $

1 / 25 B45MPBB-R100 428.46 B45MP-R100 i 429.53

1½ / 40 B45MPBB-R150 483.24 B45MP-R150 i 529.92

2 / 50 B45MPBB-R200 561.36 B45MP-R200 i 581.67

2½ / 65 B45MPBB-R250 695.10 B45MP-R250 i 726.57

3 / 80 B45MPBB-R300 848.20 B45MP-R300 i 872.51

4 / 100 * B46MPBB-R400 1134.36 B46MP-R400 POR

A 3A Certified Ball Valve - PTFE Seals

Size (inch)
Weld Ends Clamp Ends

Part No. Price $ Part No. Price $

½ BV2CV-050BB-A 153.18 BV2CV-050CC-A i 153.18

¾ BV2CV-075BB-A 177.45 BV2CV-075CC-A i 177.45

1 BV2CV-100BB-A 235.62 BV2CV-100CC-A i 235.62

1½ BV2CV-150BB-A 407.17 BV2CV-150CC-A i 407.17

2 BV2CV-200BB-A 595.85 BV2CV-200CC-A i 595.85

2½ BV2CV-250BB-A i 1378.21 BV2CV-250CC-A i 1378.21

3 BV2CV-300BB-A i 1638.30 BV2CV-300CC-A i 1638.30

4 BV2CV-400BB-A i 2809.30 BV2CV-400CC-A i 2809.30

Application:
A range of Hygienic Check valves for the food and pharmaceutical industry

End Connection: Weld, Triclover, SMS, DIN and RJT ends available

Options: Silicone and Viton seals also available

Standards: 3A, RJT, SMS, DIN, IDF and Triclover. CF8M 316 SS

Max. Operating 
Pressure: 145psi at 20°C to 100°C

Application: Hygienic Ball valves for food and chemical use with ISO mount plate 
1000psi WOG.

End Connection: Weld, SMS, DIN, RJT, Triclover, ends available.

Options: Repair Kits available, direct mount actuation, double air to spring and 
electric.

Standards: 3A, RJT, SMS, DIN, Triclover and IDF, CF8M 316 SS

Seal Options: Std PTFE, RTFE, 25% Carbon PTFE, SS Reinforced PTFE, UHMW 
(please specify when ordering)

VC10

VS03

* Uses bolted construction in place of clamp. Price Group: DS

Price Group: DS
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