
A340 Hot Air Blower Hose
DATA SHEET

Manufactured from quality FDA-approved material, engineered with a lightweight and flexible design, specifically tailored for
transferring hot, dry air from the air compressor to the tank on bulk food/material road tankers.

Dimensions
(mm)

Positive Working Pressure PSI / Bar
Vacuum 

(bar)
Weight

(kg/mtr)

Bend
Radius
(mm)

Coil
Lengths

(mtr)

Working Burst

ID OD PSI Bar PSI Bar

76.2 90.0 150 10 450 30 0.9 2.75 305 20
Product Code: DB11

AIRBOSS

Hose Construction
Tube:  EPDM blend - white
Cover:  EPDM blend, smooth - blue
Reinforcing:   High tensile synthetic textile cords, single 

wire helix

Features
• Abrasion resistant
• Ozone resistant
• Weather resistant
• Oil mist resistant
• Mylar layline & embossed tape line
• Mandrel built

Temperature
• -40°C to 176°C

Standards
•  FDA title 21 art.177.2600 (e) for liquid foods, BfR, KTW, 

PHTHALATE free

Part Number
• To view available part number options please click here

customerservice@dixonvalve.com.au . 1300 134 651

https://australia.dixonvalve.com/en/products/rubber-hot-air-blower-hose-a340/a340080

