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The continuous flow hose reel can be operated by one person, which allows immediate and continuous flow of water at 
all times during deployment of hose. The unit comes complete with heavy duty hose, quick opening ball valve, rewinding 
handle and nozzle.

Continuous ‘A’ Frame Hose Reel

Part No. Hose Size Price $

HRS059-19 ¾” x 30m 3508.56

HRS059 1” x 30m 3459.80

HRS015 1½” x 30m 3691.53

Available in ¾", 1" and 1½" hose size

These cabinets are pre-drilled and factory packed including instructions and hardware.  Assemble on site in minutes.

CKD Fixed Hose Reel Cabinets

 Technical Specifications

 Overall Dimension: 740 x 1040 x 350mm

 Material: Mild Steel

 Thickness: 1.5mm

 Installation: Wall mounted

 Weight: 60kg (with hose reel), 37kg (without hose reel)

 Finish: Epoxy Powder Red

FP06

Part No. Description Price $

HRSCKDK Hose reel cabinet, key lock, break glass, no back plate 626.54

HRSCKDP Hose reel cabinet, pushlock, flush mount, no back plate 615.41

HRSCKDB Back plate assembly only 185.94

HRSCKDS Stand Assembly 333.45

Hose reel not included
FP03

Price Group: FE

Price Group: FE

Part No. Description Price $

HRS072P 19mm x 36m Door Mounted pushlock R/H 2003.86

FFS-HRS072K 19mm x 36m Door Mounted keylock R/H 1932.62

HRS072P-LH 19mm x 36m Door Mounted pushlock L/H 2005.55

HRS072P-S Stand to suit above cabinets 789.22

HRS072S Surround to suit above cabinets 324.81

These hose reel cabinet assemblies are designed to satisfy architects and building contractors requirements for good 
presentation, space saving and functional design. The hose reel and cabinet is easily installed and connections to hose reel 
inlet couplings is accessible from the bottom of the cabinet.

Dimensions: (H) 870 x (W) 770 x (D) 360mm

Cabinet / Door Mounted Swing Hose Reel
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